MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS No-0223
mﬁ (Approved by U.S. Department of Labor “Essentially Simitar to Form OSHA-20}
a AUGUST 1983 |
| Section| . 6223 Green Flaf,

| MANUFACTURER'S NAME BOSTIK WEST/DIVISION OF USM CORPORATION/EMHART

STREETADDRESS 20846 SOUTH NORMAMNDIE AVENUE CiTY.STATE.ANDZIPCODE TORRANCE, CALIFORNIA 90502

EMERGENCY TELEPHONE NO. (213) 320-6800

PRODUCT CLASS EPOXY MANUFACTURERS CODE IDENTIFICATION 463-3-207

DPM 110-6223 GREEN FLAT Catalyst: X-304

TRADENAME BOSTIK . ; Mix Ratio: .4 parts 463-3-207 (BASE)
A to 1 part X-304 by volume,

Section Il - HAZARDOUS INGREDIENTS

INGREDIENT  463-3-207 (BASE ONLY) CAS NO. P(ET/G‘I:".E?T S w ma/M3 LEL anéspgunns
CELLOSOLVE ACETATE 111-15-9 10-15 100 5 1.7 2
METHYL ETHYL KETONE 78-93-3 10-15 200 1.8 70
XYLENE . 1330-20-7 <5 100 1.0 7
TOLUENE 108-88-3 <5 2007 100 1.2 22
BUTYL ACETATE 123-86-4 <5 150 1.7
BUTYL CELLOSOLVE 111-76-2 <5 50 1 1.1
BUTYL ALCOHOL - 71-36-3 <1 106e579 1.7

Section i1l — PHYSICAL DATA

BOILING RANGE  176° to 340°F. VAPOR DENSITY @ HEAVIER D LIGHTER,. THAN AIR
EVAPORATION RATE D FASTER [E SLOWER, THAN ETHER PERCENT VOLATILE WEIGHT PER
. BY VOLUME o GALLON )
60.5% 10.8 1bs.

Section IV — FIRE AND EXPLOSION HAZARD DATA

(MIN. )
DOT CATEGORY RED LABEL , FLAMMABLE FLASH POINT 230F . TAC CLOSED CUP LEL 1.0

extinguisHing mepia  EXCLUDE AIR - USE FOAM, Q0j, STEAM, WATER FOG, DRY Clj
DO NOT USE WATER.

UNUSUAL FIRE AND EXPLOSION HAZARDS VAPOR FORMS EXPIOSIVE MIXTURE WITH AI =
‘ UPPER AND IOWER EXPLOSION LIMITS.

SPECIAL FIRE FIGHTING PROCEDURES
&

BOE-C6-0208168



Section V — HEALTH HAZARD DATA
THRESHOLD LIMITVALUE :  See Section II
EFFECTSOF Overexposure : Headache, nausea, dizziness.
throat and eyes,

Breathing vapor will be irritating to nose,

Emergency and first aid procedures: Skin Exposure: Wash affected area with soap and water,

Eye Exposure; Flush with water for at least 15 minutes, consult physician,
Ingestion: Consult physician immediately.
Inhalation: Remove victim to fresh air, consult physician.

Section VI — REACTIVITY DATA

conoitionsToavoip : Storage at high temperatures.
Strong oxidizing agents, Inorganic acids Sparks & Open -

: .. Flame
Hazardous Decomposition Products: On combustion CO, €0y, Oxides of nitrogen.

staaiLity  [TJunstase  fXXkstasLE
Incompatability(Materials to avoid):

HAZARDOUS POLYMERIZATION [ ] mavoccur WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAK PROCEDURES

STEPSTO BE TAKEN IN CASE MATERIAL IS RELEASED ORSPILLED :  E11MIinate SOUrces oT 1gnition and clear Tumes from
area . ?revent liquid from entering sewers,

] water sources, or low areas. Keep unnecessary . .
personnel away. Shut off source, if ﬁoss1b1e to _dp so without hazard. Contain spilled Tiquid wit
sawdust or o0il absorbing compound. Wash area wit detergent & water. ’
WASTE DISPOSAL METHOD

Consult disposal expert and ensure conformity with local regulations.

Section VIIl — SPECIAL PROTECTION INFORMATION
Use approved respiratory protection S
non-ventilated area.

Mechanical: Explosion-proof ventilation equipment. No smoking or open lights.

RESPIRATORY PROTECTION M

uch as an air-supplied mask 1f used in

ventation :  Face velocity ) 60 fpm in confined area.

Protective Gloves: Chemically resjstant loves, -
eveprotection ¢ Chemical splash”goggles or Fface shield

OTHER PROTECTVE EQUIPMENT:  Eye bath & safety shower.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING »

. ! : ¥ater1a1 is sensitjve to mojsture & should be kept in
tightly closed containers. Do Not handle gy jtore near flame, heat pr_stron gxjdants. = Adequate
vent]]at1og r qu1reg. C n§a1ners of this @r uct may be hazardous when emptie ese containers
"SEEI-BL00URE residies (Va etc).

por, liquid,

A1l handling equipment should be electrically grounded. Treat as a very flammable liquid.

Lee A. Dickinson
o ) , Technical Service Manager
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